
Decking, Fencing, Railing, and Patio Screws

Attach wood to wood in outdoor applications with confidence, using Professional-Grade outdoor screws

Decking, Fencing, Railing, and Patio Screws

www.intercorpusa.com
Los Angeles
800.762.2004

Chicago
800.533.9669

New York
888.322.2262

Atlanta
800.822.9690

Dallas
800.558.7222

Portland
800.434.5606

Houston
800.558.7222

Cleveland
800.533.9669

Miami
800.822.9690

TM

Attaches Wood
to Wood

Lengths
1-1/4” - 3”

Zinc Yellow

Square Drive
Bugle Head

Coarse Thread
 Phillips Bugle Head

Coarse Thread

Attaches Wood
to Wood

Lengths
3/4” - 6”

Zinc Yellow

Attaches Wood
to Wood

Lengths
1-1/4” - 4”

Zinc Yellow

Square Drive
Bugle Head

Coarse Thread
 Phillips Bugle Head

Coarse Thread

Attaches Wood
to Wood

Lengths
1-1/4” - 3”

WAR Coated
®

Corrosion Protection - ACQ Compatible

Attaches Wood
to Wood

Lengths
1-5/8” - 3-1/2”

WAR Coated
®

Corrosion Protection - ACQ Compatible

Star Drive
Flat Head w/Nibs
Coarse Thread

Attaches Wood
to Wood

Lengths
1-1/4” - 6”

WAR Coated
®

Corrosion Protection - ACQ Compatible

 Phillips Bugle Head
Coarse Thread

Attaches Wood
to Wood

Lengths
1” - 6”

Dacrotized®

Square Drive
Bugle Head

Coarse Thread

Attaches Wood
to Wood

Lengths
2” - 3”

Dacrotized®

Star Drive
Flat Head w/Nibs
Coarse Thread

Phillips/Square 
Drive Low Profile 

Wafer Head

Attaches Panel
Clips to Wood

Length
10-8 x 1-1/8”

Strong-Shield Coated

®



*Carton weights are approximate and may vary.  Note: 5lb. boxes sold 6 per case. 1lb. boxes sold 20 per case.

Phillips Bugle Head, Coarse Thread, Zinc Yellow
• Meets ASTM A 510 for carbon steel manufacturing
• 24/hr. salt spray resistance
• Product meets ASTM B-117 for salt spray corrosion testing

Material Application
Ideal for interior or outdoor

applications. Attaches wood to wood. 

Size Bulk Part No Bulk Qty Lbs* 5lb Part No 5lb Qty 1lb Part No 1lb Qty

6 x 3/4 606CY 15M 37 606CYV 2,000 606CYI 400

6 x 1 610CY 10M 30 610CYV 1,500 610CYI 300

6 x 1-1/8 611CY 10M 32 611CYV 1,500 611CYI 300

6 x 1-1/4 614CY 8M 29 614CYV 1,300 614CYI 250

6 x 1-1/2 612CY 6M 26 612CYV 1,000 612CYI 200

6 x 1-5/8 615CY 5M 23 615CYV 1,000 615CYI 200

6 x 2 620CY 3.5M 20 620CYV 700 620CYI 175

6 x 2-1/4 624CY 3M 20 624CYV 500 624CYI 125

7 x 2 720CY 3.5M 23 720CYV 700 720CYI 175

8 x 2-1/2 822CY 2.5M 23 822CYV 400 822CYI 100

8 x 3 830CY 2M 22 830CYV 400 830CYI 100

Phillips Bugle Head, Coarse Thread, Zinc Yellow
• Meets ASTM A 510 for carbon steel manufacturing
• 24/hr. salt spray resistance
• Product meets ASTM B-117 for salt spray corrosion testing

Material Application
Ideal for interior or outdoor

applications. Attaches wood to wood. 

Size Bulk Part No Bulk Qty Lbs* 5lb Part No 5lb Qty 1lb Part No 1lb Qty

10 x 3-1/2 1031SY 1M 17 1031SYV 250 1031SYI 50

10 x 3-3/4 1033SY .8M 15 1033SYV 250 1033SYI 50

10 x 4 1040SY .8M 16 1040SYV 250 1040SYI 50

10 x 4-1/2 1041SY .5M 12 1041SYV 200 1041SYI 40

10 x 5 1050SY .5M 13 1050SYV 200 1050SYI 40

10 x 6 1060SY .5M 15 1060SYV 125 N/A N/A

Square Drive Bugle Head, Coarse Thread, Zinc Yellow
• Meets ASTM A 510 for carbon steel manufacturing
• 24/hr. salt spray resistance
• Square drive prevents cam out and stripping

Material Application
Ideal for interior or outdoor

applications. Attaches wood to wood. 

Size Bulk Part No Bulk Qty Lbs* 5lb Part No 5lb Qty 1lb Part No 1lb Qty

6 x 1-1/4 614QCY 8M 28 614QCYV 1,300 614QCYI 250

6 x 1-5/8 615QCY 5M 22 615QCYV 1,000 615QCYI 200

6 x 2 620QCY 3.5M 20 620QCYV 700 620QCYI 175

8 x 2-1/2 822QCY 2.5M 22 822QCYV 400 822QCYI 100

8 x 3 830QCY 2M 21 830QCYV 400 830QCYI 100

Get the Point. Strong-Point.

TM



*Carton weights are approximate and may vary.  Note: 5lb. boxes sold 6 per case. 1lb. boxes sold 20 per case.

Phillips Bugle Head, Coarse Thread, WAR Coated
• Designed to work with ACQ treated lumber
• Exceeds 1,000/hr. salt spray resistance
• Meets ASTM A 510 for carbon steel manufacturing
• Product meets ASTM B-117 for salt spray corrosion testing

Material Application
Exterior wood screw for outdoor

applications. Attaches wood to wood. 

Size Bulk Part No Bulk Qty Lbs* 5lb Part No 5lb Qty 1lb Part No 1lb Qty

6 x 1-1/4 614CW 8M 29 614CWV 1,300 614CWI 250

6 x 1-5/8 615CW 5M 22 615CWV 1,000 615CWI 200

6 x 2 620CW 3.5M 19 620CWV 700 620CWI 175

8 x 2-1/2 822CW 2.5M 22 822CWV 400 822CWI 100

8 x 3 830CW 2M 21 830CWV 400 830CWI 100

®

Square Drive Bugle Head, Coarse Thread, Type ‘17’, WAR Coated
• Designed to work with ACQ treated lumber
• Exceeds 1,000/hr. salt spray resistance
• Square drive prevents cam out and stripping
• Type ‘17’ reduces wood splitting and eliminates the need for pre-drilling

Material Application
Exterior wood screw for outdoor

applications. Attaches wood to wood. 

Size Bulk Part No Bulk Qty Lbs* 5lb Part No 5lb Qty 1lb Part No 1lb Qty

6 x 1-5/8 XQ615W 5M 22 XQ615WV 1,000 XQ615WI 200

6 x 2 XQ620W 3.5M 19 XQ620WV 700 XQ620WI 175

8 x 2-1/2 XQ822W 2.5M 22 XQ822WV 400 XQ822WI 100

8 x 3 XQ830W 2M 21 XQ830WV 400 XQ830WI 100

10 x 3-1/2 XQ1031W 1M 18 XQ1031WV 250 XQ1031WI 50

®

Phillips Bugle Head, Coarse Thread, Dacrotized®

• Exterior wood screw used in fencing, decks, patios
• Exceeds 500/hr. salt spray resistance
• Meets ASTM A 510 for carbon steel manufacturing

Material Application
Exterior wood screw for outdoor

applications. Attaches wood to wood. 

Size Bulk Part No Bulk Qty Lbs* 5lb Part No 5lb Qty 1lb Part No 1lb Qty

6 x 1 610CD 10M 30 610CDV 1,500 610CDI 300

6 x 1-1/4 614CD 8M 29 614CDV 1,300 614CDI 250

6 x 1-5/8 615CD 5M 23 615CDV 1,000 615CDI 200

6 x 2 620CD 3.5M 20 620CDV 700 620CDI 175

6 x 2-1/4 624CD 3M 20 624CDV 500 624CDI 125

8 x 2-1/2 822CD 2.5M 22 822CDV 400 822CDI 100

8 x 3 830CD 2M 21 830CDV 400 830CDI 100

Phillips Bugle Head, Coarse Thread, Dacrotized®

• Exterior wood screw used in fencing, decks, patios
• Exceeds 500/hr. salt spray resistance

Material Application
Exterior wood screw for outdoor

applications. Attaches wood to wood. 

Size Bulk Part No Bulk Qty Lbs* 5lb Part No 5lb Qty 1lb Part No 1lb Qty

10 x 3-1/2 1031D 1M 17 1031DV 250 1031DI 50

10 x 4 1040D .8M 16 1040DV 250 1040DI 50

10 x 4-1/2 1041D .5M 12 1041DV 200 1041DI 40

10 x 5 1050D .5M 13 1050DV 200 1050DI 40

10 x 6 1060D .5M 15 1060DV 125 N/A N/A

Get the Point. Strong-Point.

TM



*Carton weights are approximate and may vary.  Note: 5lb. boxes sold 6 per case. 1lb. boxes sold 20 per case.

Get the Point. Strong-Point.

TM

Square Drive Bugle Head, Coarse Thread, Dacrotized®

• Exterior wood screw used in fencing, decks, patios
• Exceeds 500/hr. salt spray resistance
• Square drive prevents cam out and stripping

Material Application
Exterior wood screw for outdoor

applications. Attaches wood to wood. 

Size Bulk Part No Bulk Qty Lbs* 5lb Part No 5lb Qty 1lb Part No 1lb Qty

6 x 2 620QCD 3.5M 20 620QCDV 700 620QCDI 175

8 x 2-1/2 822QCD 2.5M 22 822QCDV 400 822QCDI 100

8 x 3 830QCD 2M 21 830QCDV 400 830QCDI 100

Star Drive Flat Head w/Nibs, Coarse Thread, Type ‘17’, Zinc Yellow
• .0003 plating thickness
• 180/hr. salt spray resistance
• Nibs under head provide flush finish
• Star drive prevents cam out and stripping for improved driveability
• Type ‘17’ reduces wood splitting and eliminates the need for pre-drilling

Material Application
Exterior wood screw for outdoor

applications. Attaches wood to wood. 

Size Bulk Part No Bulk Qty Lbs* 5lb Part No 5lb Qty 1lb Part No 1lb Qty

8 x 1-1/4 XT814Y 8M 38 XT814YV 1,000 XT814YI 200

8 x 1-5/8 XT815Y 5M 30 XT815YV 800 XT815YI 150

8 x 2 XT820Y 3.5M 25 XT820YV 700 XT820YI 140

9 x 2-1/2 XT922Y 2.5M 26 XT922YV 400 XT922YI 100

9 x 3 XT930Y 2M 24 XT930YV 400 XT930YI 100

10 x 3-1/2 XT1031Y 1M 17 XT1031YV 250 XT1031YI 50

10 x 4 XT1040Y .8M 16 XT1040YV 250 XT1040YI 50

Star Drive Flat Head w/Nibs, Coarse Thread, Type ‘17’, WAR Coated
• Designed to work with ACQ treated lumber
• Exceeds 1,000/hr. salt spray resistance
• Nibs under head provide flush finish
• Star drive prevents cam out and stripping for improved driveability
• Type ‘17’ reduces wood splitting and eliminates the need for pre-drilling

Material Application
Exterior wood screw for outdoor

applications. Attaches wood to wood. 

Size Bulk Part No Bulk Qty Lbs* 5lb Part No 5lb Qty 1lb Part No 1lb Qty

8 x 1-1/4 XT814W 8M 38 XT814WV 1,000 XT814WI 200

8 x 1-5/8 XT815W 5M 30 XT815WV 800 XT815WI 150

8 x 2 XT820W 3.5M 25 XT820WV 700 XT820WI 140

9 x 2-1/2 XT922W 2.5M 26 XT922WV 400 XT922WI 100

9 x 3 XT930W 2M 24 XT930WV 400 XT930WI 100

10 x 3-1/2 XT1031W 1M 17 XT1031WV 250 XT1031WI 50

10 x 4 XT1040W .8M 16 XT1040WV 250 XT1040WI 50

10 x 5 XT1050W .5M 13 XT1050WV 200 XT1050WI 40

10 x 6 XT1060W .5M 15 XT1060WV 125 N/A N/A

®

Phillips/Square Drive Low Profile Wafer Head, Type ‘17’, Strong-Shield Coated
• Rust/Acid Rain Protection
• ACQ Compatible
• Exceeds 1,000/hr. salt spray resistance
• Type ‘17’ reduces wood splitting

Material Application
Attaches panel 
clips to wood. 

Size Bulk Part No Bulk Qty Lbs* 5lb Part No 5lb Qty 1lb Part No 1lb Qty

10-8 x 1-1/8 X109WC 4M 24 X109WCV 800 X109WCI 160

®

NEW ITEM!


